VIBRATING

PRIMAX FARTH

rerrormance COMPACTION
PriE RAMMER

High working speed at low cost
Maximum depth effect

Robust in design and construction

Fasy change of amplitude and frequency
to suit different soil

High compaction capacity

Vigorous penetration...

Fasy to operate and less maintenance
Light and easy to transport in restricted-sites
Vibration proof operating handle
Guaranteed after sales




High Vibrating Force 20% Gradient Capability depth effect to 40 cm working speed of 15 Mts.  Vibrationless Steering bars
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Springing: Vertical, To prevent accidental Fine performance on large  Great functional reliability ~ Proven, trouble-free power
soft, horizontal and stiff ~ contact all rotating partsare  crushed rock, bulk materials ~ to automatic cntrifugal  transmission via horizontal
enclosed etc. and wide range of clutch. articulated shaft.
applications.

Technical Features

(ompaction capacity 1-2Tons. 3-4Tons. 6-8Tons.

Vibration Frequency 5100 RPM. 2000 RPM. 2000 R.PM.

Primax Earth Compactor
(compacting machine) is the most
advanced one developed by
employing our wide technical
experience and modern innovative
technology by giving priority to the
design concept of creating of handy
high performance machine
through research and development
efforts with emphasis on easy
handling. Compact in size but has
a great compacting capability with
maximum impact force. Easy to
transport to any work site. The
operating method is simplified to
such an extent that it can be
operated by any body. The high
performance Earth Compactor
(Plate Compactor) with a high utility
value can be used for various
applications of our different models.

Our other products:
®  Mobile batching plant
®  (oncrete Mixer (7/5)

® (oncrete Mixer
(10/7 Hydraulic/Mechanical)

®  (oncrete Vibrators (Pan-Screed Board-
Shutter-Table Vibrator)
Travel Speed. upto 80 ft. P/Min. upto 65 ft. P/Min. upto 65 ft. P/Min. ® \Weighbatcher
® BarBending & Cutting Machine
Working Area (approx) 4300sg. ft. PH. 400 sq. ft. P/H. 5500sg. ft. P/H. ®  (ubeTesting Machine
®  (ube Moulds
Power Units 3.4HP. petrol/ 34HP. Petrol/ SHP ®  Grouting Pump
Kerosene Engineor 2H.P.  Kerosene Engine or3H.P.  Diesel Engine or @ Builder Hoist
Electric Motor Electric Motor Electric Motor ST
o
OB/ HOB/5D HOB/5D Pillng Winch ,
®  Shuttering & Scaffolding Material
: ® Vecuuam DE- Watering Machine
Weight (approx) 150 kgs. 225 kgs 375 kgs. ®  Road Construction Machinery
Head office : Works :

12A, Netaji Subhas Road,

Ground Floor, Kolkata - 700 001, India
Phone: 2230 9544, 2230 2756, 2230 3188.
Fax: (033) 2230 9544/3188

510 E-mail: primax@dataone.in
primaxequipment@gmail.com

Prinnax

CORPORATION

Trenching Ground Road
Harinavi, Kolkata-700 148

Www.primaxgroup.com
www.primaxgroup.in



